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SPARTAN DUAL PEX fittings are guaranteed against manufacturing defects for a period of 50 YEARS
when installed and used in accordance of the Australian and New Zealand Plumbing codes and the LOCAL
or STATE Authority and when installed by a licenced PLUMBER.

SPARTAN PEX water pipes comply with the standards as set out in AS/NZS 2492:2007 Cross Linked 
polyethylene (PE-X) pipes for pressure applications.

SPARTAN PEX gas pipes comply with the standards as set out in AS 4176.8-2010 polyethylene/aluminium and 
cross-linked polyethylene/aluminium macro-composite pipe system for pressure applications.

SPARTAN DUAL PEX fittings comply to the standards AS/NZS 2537:2011 - Mechanical jointed fittings for use with 
cross linked polyethylene pies (XLPE) forhot and cold applications. AS 4176.8-2010 Polyethylene/aluminium and 
cross-linked polyethlene/aluminium macro-composite pipe system for pressure applications.

Copper Press Adapters comply with AS3688:2016 Water Supply and gas systems - Metallic fittings and end 
connectors.

This Spartan Dual Pex warranty only applies to installations whereby a document can be provided detailing that 
the installation has been pressure tested to AS/NZS 3500 and AS/NZS 5601 at completion of the installation.

SPARTAN PEX offers a 50 year warranty on its systems and is backed by a products and public liability policy to 
the value of AUD $50,000,000.

The policy covers public and products liability of $50,000,000 per Occurence or per Occurence and in the 
aggregate (as applicable), in accordance with the Policy terms and conditions.

This warranty covers SPARTAN DUAL PEX  pipe and fittings.

The warranty may be void where the installer does not use Spartan Dual Pex fittings and pipe together.
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SPARTAN PEX GAS PIPE
SPARTAN GAS Pipe is multi layered incorporating a layer of SPARTAN GAS Pipe is multi layered incorporating a layer of 
aluminium between an inner layer of PE-X and an outer of aluminium between an inner layer of PE-X and an outer of 
PE-X. This combination gives stability while still being flexibile PE-X. This combination gives stability while still being flexibile 
and strong and acts as a barrier layer stopping gas migration.and strong and acts as a barrier layer stopping gas migration.

SPARTAN PEX Water pipe is a high-quality cross-linked polyethylene consisting of an inner core of PE-Xb material with an SPARTAN PEX Water pipe is a high-quality cross-linked polyethylene consisting of an inner core of PE-Xb material with an 
outer layer of high-density polyethylene. Available in BLUE, RED for potable water, GREEN for harvested rainwater and outer layer of high-density polyethylene. Available in BLUE, RED for potable water, GREEN for harvested rainwater and 
LILAC for recycled water. SPARTAN PEX Water pipe is suitable for domestic and commercial applications.LILAC for recycled water. SPARTAN PEX Water pipe is suitable for domestic and commercial applications.

SPARTAN PEX WATER PIPE

SPARTAN DUAL PEX FITTINGS

SPARTAN DUAL PEX fittings from DN16 to 32mm are SPARTAN DUAL PEX fittings from DN16 to 32mm are 
suitable for both Water and Gas applications and are suitable for both Water and Gas applications and are 
made of high quality Lead Free DZR Brass and  a Stainless made of high quality Lead Free DZR Brass and  a Stainless 
Steel Crimp ring. There are no O’Rings eliminating Steel Crimp ring. There are no O’Rings eliminating 
pinched or rolled O’Rings.pinched or rolled O’Rings.
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SPECIFICATIONS

SPARTAN DUAL PEX SPECIFICATIONS

NOM. SIZE SDR RATIO MATERIAL CRIMP PROFILE PE-X TYPE O-RING WARRANTY

16MM 9 PE100 ‘U’ PROFILE PE-X B NO 50 YEARS

20MM - 32MM 11 PE100 ‘U’ PROFILE PE-XB NO 50 YEARS

•	 Pipe made from Cross-linked polyethylene (PE-Xb)

•	 Used for Hot and Cold Water Services

•	 Thermal Conductivity: 0.35-0.46 W/(m.k)

•	 Roughness: 0.007mm

•	 Working Temperature: -40°C to 95°C

•	 Short-term Temperature in case of HQS malfunction: 100°C

•	 Fittings are made from Lead Free dezincification-resistance brass and Stainless Crimp Rings

•	 Pipe Dimension: 16 to 32

•	 Suitable for both Wet and Dry construction

•	 ApprovalMark International Product Certification to Australian Standards

CRIMP TOOLS

Spartan Dual Pex tools are engineered to guarantee leak-proof joints. Crafted from top-quality materials, these 
crimp tools are built for long-lasting, reliable performance.

WARRANTY
Spartan Dual Pex system (excluding tooling) is warranted for 50 years when installed by a licenced plumber 
in accordance with AS/NZS 3500 for water applications and AS/NZS 5601 for gas applications. Along with any 
other requirements specified by local authorities.
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SPARTAN WATER PIPE PACKAGING

SPARTAN GAS PIPE PACKAGING

PIPE SIZE COIL LENGTH 
(RED)

COIL LENGTH 
(GREEN)

COIL LENGTH
(LILAC)

COIL LENGTH
(BLUE)

16MM
5M

50M

5M

50M

5M

50M

5M

50M

20MM
5M

50M

5M

50M

5M

50M

5M

50M

25MM - - - 50M

32MM -
-

- 50M

PIPE SIZE STRAIGHT LENGTH
(YELLOW)

COIL LENGTH 
(YELLOW)

16MM 5M 50M

20MM 5M 50M

25MM 5M 50M

32MM 5M 50M
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SIZING TABLES FOR CRIMP FITTINGS (NATURAL GAS)

FLOW THROUGH PEX/AL/PEX COMPOSITE PIPE CRIMPED FITTINGS (MJ/H)

PRESSURE DROP 0.25KPA (METER PRESSURE 2.75KPA)

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 2 4 6 8 10 12 14 16 18

16MM 161 111 89 76 68 61 56 52 49

20MM 323 222 178 153 135 122 113 105 98

25MM 629 433 348 298 264 239 220 205 192

32MM 1267 871 699 598 530 480 442 411 386

PRESSURE DROP 0.75KPA (METER PRESSURE 2.75KPA)

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 2 4 6 8 10 12 14 16 18

16MM 292 201 161 138 122 111 102 95 89

20MM 585 402 323 276 245 222 204 190 178

25MM 1142 785 630 539 478 433 398 371 348

32MM 2295 1577 1267 1084 961 871 801 745 699

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 20 25 30 35 40 45 50 55 60

16MM 46 41 37 34 32 30 28 26 23

20MM 93 82 75 69 64 60 57 54 51

25MM 181 161 146 134 125 117 110 105 100

32MM 364 323 293 269 250 235 222 211 201

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 20 25 30 35 40 45 50 55 60

16MM 84 75 68 62 58 54 51 49 46

20MM 168 149 135 124 116 109 103 97 93

25MM 328 291 264 243 226 212 200 190 181

32MM 660 585 530 488 454 426 402 382 364
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SIZING TABLES FOR CRIMP FITTINGS (NATURAL GAS)

FLOW THROUGH PEX/AL/PEX COMPOSITE PIPE CRIMPED FITTINGS (MJ/H)

 PRESSURE DROP 1.50KPA (METER PRESSURE 2.75KPA)

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 2 4 6 8 10 12 14 16 18

16MM 426 292 235 201 178 161 148 138 130

20MM 851 585 470 402 356 323 297 276 259

25MM 1661 1142 917 785 695 630 580 539 506

32MM 3339 2295 1843 1577 1398 1267 1165 1084 1017

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 20 25 30 35 40 45 50 55 60

16MM 122 109 98 90 84 79 75 71 68

20MM 245 217 197 181 168 158 149 142 135

25MM 478 424 384 353 328 308 291 276 264

32MM 961 851 772 710 660 620 585 556 530

• HIGH QUALITY STAINLESS STEEL RING WITH LEAD 
FREE DZR BRASS BODY  

• SIMPLE, FAST & SECURE CRIMP

• ELIMINATES HOT WORK PERMITS

• NO O’RING DESIGN FOR WATER AND 
GAS APPLICATIONS FROM DN16 TO 32MM  
ELIMINATES THE NEED FOR REAMING PIPE.

• FAILSAFE LEAK DETECTION AS FITTING IS 
GUARANTEED TO LEAK UNDER INITIAL 
PRESSURE TEST
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SIZING TABLES FOR CRIMP FITTINGS (NATURAL GAS)

FLOW THROUGH PEX/AL/PEX COMPOSITE PIPE CRIMPED FITTINGS (MJ/H)

PRESSURE DROP 0.075KPA (METER PRESSURE 1.1KPA)

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 2 4 6 8 10 12 14 16 18

16MM 84 58 46 40 35 32 29 26 23

20MM 168 116 93 80 70 64 59 55 51

25MM 328 226 181 155 138 125 115 107 100

32MM 660 454 364 312 276 250 230 214 201

PRESSURE DROP 0.12KPA (METER PRESSURE 1.25KPA)

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 2 4 6 8 10 12 14 16 18

16MM 109 75 60 51 45 41 38 35 33

20MM 217 149 120 103 91 82 76 70 66

25MM 424 291 234 200 177 161 148 138 129

32MM 851 585 470 402 356 323 297 276 259

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 20 25 30 35 40 45 50 55 60

16MM 21 17 14 12 11 9 8 8 7

20MM 48 43 39 35 30 27 24 22 20

25MM 95 84 76 70 65 61 58 55 52

32MM 190 168 153 140 131 123 116 110 105

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 20 25 30 35 40 45 50 55 60

16MM 31 27 22 19 17 15 13 12 11

20MM 62 55 50 46 43 40 38 35 32

25MM 122 108 98 90 84 79 74 71 67

32MM 245 217 197 181 168 158 149 142 135
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SIZING TABLES FOR CRIMP FITTINGS (LPG)

FLOW THROUGH PEX/AL/PEX COMPOSITE PIPE CRIMPED FITTINGS (MJ/H)

LPG  |  PRESSURE DROP 0.25KPA (METER PRESSURE 2.75KPA)

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 2 4 6 8 10 12 14 16 18

16MM 277 190 153 131 116 105 97 90 84

20MM 554 381 306 262 232 210 193 180 169

25MM 1081 743 597 511 453 410 377 351 329

32MM 2173 1494 1199 1027 910 824 758 706 662

LPG  |  PRESSURE DROP 10.0KPA (METER PRESSURE 70.0KPA)

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 2 4 6 8 10 12 14 16 18

16MM 2648 1820 1462 1251 1109 1005 924 860 807

20MM 5297 3640 2923 2502 2218 2009 1848 1720 1614

25MM 10337 7104 5705 4883 4327 3921 3607 3356 3149

32MM 20779 14281 11468 9815 8699 7882 7251 6746 6330

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 20 25 30 35 40 45 50 55 60

16MM 80 71 64 59 55 51 49 46 44

20MM 159 141 128 118 110 103 97 92 88

25MM 311 276 250 230 214 201 189 180 172

32MM 625 554 502 462 430 403 381 362 345

LENGTH OF STRAIGHT PIPE IN METRES

NOM. SIZE 20 25 30 35 40 45 50 55 60

16MM 762 675 612 563 524 491 464 441 421

20MM 1524 1351 1224 1126 1048 983 928 882 841

25MM 2974 2636 2388 2197 2044 1918 1812 1721 1642

32MM 5979 5299 4801 4417 4109 3856 3642 3459 3300
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SPARTAN PEX PRODUCT LIST 

CODE DESCRIPTION

SPCE16LF SPARTAN CRIMP NO.12 EQUAL ELBOW 16MM LEAD FREE

SPCE20LF SPARTAN CRIMP NO.12 EQUAL ELBOW 20MM LEAD FREE

SPCE25LF SPARTAN CRIMP NO.12 EQUAL ELBOW 25MM LEAD FREE

SPCE32LF SPARTAN CRIMP NO.12 EQUAL ELBOW 32MM LEAD FREE

SPCELC1615LF SPARTAN CRIMP ELBOW LOOSE NUT CONNECTOR 16MM X 1/2” FEMALE LEAD FREE

SPCELC2020LF SPARTAN CRIMP ELBOW LOOSE NUT CONNECTOR 20MM X 3/4” FEMALE LEAD FREE

SPCET16LF SPARTAN CRIMP NO.24 EQUAL TEE 16MM LEAD FREE

SPCET20LF SPARTAN CRIMP NO.24 EQUAL TEE 20MM LEAD FREE

SPCET25LF SPARTAN CRIMP NO.24 EQUAL TEE 25MM LEAD FREE

SPCET32LF SPARTAN CRIMP NO.24 EQUAL TEE 32MM LEAD FREE

SPCFE1615LF SPARTAN CRIMP NO.14 ELBOW 16MM X 1/2” BSP FEMALE LEAD FREE

SPCFE1620LF SPARTAN CRIMP NO.14 ELBOW 16MM X 3/4” BSP FEMALE LEAD FREE

SPCFE2015LF SPARTAN CRIMP NO.14 ELBOW 20MM X 1/2” BSP FEMALE LEAD FREE

SPCFE2020LF SPARTAN CRIMP NO.14 ELBOW 20MM X 3/4” BSP FEMALE LEAD FREE
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CODE DESCRIPTION

SPCFSC1615LF SPARTAN CRIMP NO.2 STRAIGHT CONNECTOR 16MM X 1/2” BSP FEMALE LEAD FREE

SPCFSC1620LF SPARTAN CRIMP NO.2 STRAIGHT CONNECTOR 16MM X 3/4” BSP FEMALE LEAD FREE

SPCFSC1625LF SPARTAN CRIMP NO.2 STRAIGHT CONNECTOR 16MM X 1” BSP FEMALE LEAD FREE

SPCFSC2015LF SPARTAN CRIMP NO.2 STRAIGHT CONNECTOR 20MM X 1/2” BSP FEMALE LEAD FREE

SPCFSC2020LF SPARTAN CRIMP NO.2 STRAIGHT CONNECTOR 20MM X 3/4” BSP FEMALE LEAD FREE

SPCFSC2520LF SPARTAN CRIMP NO.2 STRAIGHT CONNECTOR 25MM X 3/4” BSP FEMALE LEAD FREE

SPCFSC2525LF SPARTAN CRIMP NO.2 STRAIGHT CONNECTOR 25MM X 1” BSP FEMALE LEAD FREE

SPCFSC3215LF SPARTAN CRIMP NO.2 STRAIGHT CONNECTOR 32MM X 1/2” BSP FEMALE LEAD FREE

SPCFSC3220LF SPARTAN CRIMP NO.2 STRAIGHT CONNECTOR 32MM X 3/4” BSP FEMALE LEAD FREE

SPCFSC3225LF SPARTAN CRIMP NO.2 STRAIGHT CONNECTOR 32MM X 1” BSP FEMALE LEAD FREE

SPCFSC3232LF SPARTAN CRIMP NO.2 STRAIGHT CONNECTOR 32MM X 11/4” BSP FEMALE LEAD FREE

SPCME1615LF SPARTAN CRIMP NO.13 ELBOW 16MM X 1/2” BSP MALE LEAD FREE

SPCME1620LF SPARTAN CRIMP NO.13 ELBOW 16MM X 3/4” BSP MALE LEAD FREE

SPCME2015LF SPARTAN CRIMP NO.13 ELBOW 20MM X 1/2” BSP MALE LEAD FREE

SPCME2020LF SPARTAN CRIMP NO.13 ELBOW 20MM X 3/4” BSP MALE LEAD FREE

SPCME2520LF SPARTAN CRIMP NO.13 ELBOW 25MM X 3/4” BSP MALE LEAD FREE

SPCME2525LF SPARTAN CRIMP NO.13 ELBOW 25MM X 1” BSP MALE LEAD FREE

SPCME3225LF SPARTAN CRIMP NO.13 ELBOW 32MM X 1” BSP MALE LEAD FREE

SPCME3232LF SPARTAN CRIMP NO.13 ELBOW 32MM X 11/4” BSP MALE LEAD FREE
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CODE DESCRIPTION

SPCMSC1615LF SPARTAN CRIMP NO.3 STRAIGHT CONNECTOR 16MM X 1/2” BSP MALE LEAD FREE

SPCMSC1620LF SPARTAN CRIMP NO.3 STRAIGHT CONNECTOR 16MM X 3/4” BSP MALE LEAD FREE

SPCMSC2015LF SPARTAN CRIMP NO.3 STRAIGHT CONNECTOR 20MM X 1/2” BSP MALE LEAD FREE

SPCMSC2020LF SPARTAN CRIMP NO.3 STRAIGHT CONNECTOR 20MM X 3/4” BSP MALE LEAD FREE

SPCMSC2515LF SPARTAN CRIMP NO.3 STRAIGHT CONNECTOR 25MM X 1/2” BSP MALE LEAD FREE

SPCMSC2520LF SPARTAN CRIMP NO.3 STRAIGHT CONNECTOR 25MM X 3/4” BSP MALE LEAD FREE

SPCMSC2525LF SPARTAN CRIMP NO.3 STRAIGHT CONNECTOR 25MM X 1” BSP MALE LEAD FREE

SPCMSC3215LF SPARTAN CRIMP NO.3 STRAIGHT CONNECTOR 32MM X 1/2” BSP MALE LEAD FREE

SPCMSC3220LF SPARTAN CRIMP NO.3 STRAIGHT CONNECTOR 32MM X 3/4” BSP MALE LEAD FREE

SPCMSC3225LF SPARTAN CRIMP NO.3 STRAIGHT CONNECTOR 32MM X 1” BSP MALE LEAD FREE

SPCMSC3232LF SPARTAN CRIMP NO.3 STRAIGHT CONNECTOR 32MM X 11/4” BSP MALE LEAD FREE

SPCRC2016LF SPARTAN CRIMP NO.1R REDUCING COUPLING 20MM X 16MM LEAD FREE

SPCRC2516LF SPARTAN CRIMP NO.1R REDUCING COUPLING 25MM X 16MM LEAD FREE

SPCRC2520LF SPARTAN CRIMP NO.1R REDUCING COUPLING 25MM X 20MM LEAD FREE

SPCRC3216LF SPARTAN CRIMP NO.1R REDUCING COUPLING 32MM X 16MM LEAD FREE

SPCRC3220LF SPARTAN CRIMP NO.1R REDUCING COUPLING 32MM X 20MM LEAD FREE

SPCRC3225LF SPARTAN CRIMP NO.1R REDUCING COUPLING 32MM X 25MM LEAD FREE

SPCRE2016LF SPARTAN CRIMP NO.12R REDUCING ELBOW 20MM X 16MM LEAD FREE

SPCRE2516LF SPARTAN CRIMP NO.12R REDUCING ELBOW 25MM X 16MM LEAD FREE

SPCRE2520LF SPARTAN CRIMP NO.12R REDUCING ELBOW 25MM X 20MM LEAD FREE

SPCRE3225LF SPARTAN CRIMP NO.12R REDUCING ELBOW 32MM X 25MM LEAD FREE
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CODE DESCRIPTION

SPCRT201616LF SPARTAN CRIMP NO.27 END & BRANCH REDUCING TEE 20MM X 16MM X (16MM) LEAD FREE

SPCRT201620LF SPARTAN CRIMP NO.26 END REDUCING TEE 20MM X 16MM X (20MM) LEAD FREE

SPCRT202016LF SPARTAN CRIMP NO.25 BRANCH REDUCING TEE 20MM X 20MM X (16MM) LEAD FREE

SPCRT202025LF SPARTAN CRIMP NO.28 END REDUCING TEE 20MM X 20MM X (25MM) LEAD FREE

SPCRT252020LF SPARTAN CRIMP NO.27 END & BRANCH REDUCING TEE 25MM X 20MM X (20MM) LEAD FREE

SPCRT252520LF SPARTAN CRIMP NO.25 BRANCH REDUCING TEE 25MM X 25MM X (20MM) LEAD FREE

SPCRT323220LF SPARTAN CRIMP NO.25 BRANCH RED. TEE 32MM X 32MM X (20MM) LEAD FREE

SPCRT323225LF SPARTAN CRIMP NO.25 BRANCH RED. TEE 32MM X 32MM X (25MM) LEAD FREE

SPCRT322532LF SPARTAN CRIMP NO.26 END REDUCING TEE 32MM X 25MM X (32MM) LEAD FREE

SPCRT322532LF SPARTAN CRIMP NO.27 END & BRANCH RED. TEE 32MM X 25MM X (25MM) LEAD FREE

SPCS16LF SPARTAN CRIMP NO.61 END STOPPER 16MM LEAD FREE

SPCS20LF SPARTAN CRIMP NO.61 END STOPPER 20MM LEAD FREE

SPCS25LF SPARTAN CRIMP NO.61 END STOPPER 25MM LEAD FREE

SPCS32LF SPARTAN CRIMP NO.61 END STOPPER 32MM LEAD FREE

SPCSC16LF SPARTAN CRIMP NO.1 STRAIGHT COUPLING 16MM LEAD FREE

SPCSC20LF SPARTAN CRIMP NO.1 STRAIGHT COUPLING 20MM LEAD FREE

SPCSC25LF SPARTAN CRIMP NO.1 STRAIGHT COUPLING 25MM LEAD FREE

SPCSC32LF SPARTAN CRIMP NO.1 STRAIGHT COUPLING 32MM LEAD FREE
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SPCSLC1615LF SPARTAN CRIMP STRAIGHT LOOSE NUT CONNECTOR 16MM X 1/2” FEMALE LEAD FREE

SPCSLC2015LF SPARTAN CRIMP STRAIGHT LOOSE NUT CONNECTOR 20MM X 1/2” FEMALE LEAD FREE

SPCSLC2515LF SPARTAN CRIMP STRAIGHT LOOSE NUT CONNECTOR 25MM X 1/2” FEMALE LEAD FREE

SPCSLC2020LF SPARTAN CRIMP STRAIGHT LOOSE NUT CONNECTOR 20MM X 3/4” FEMALE LEAD FREE

SPCWF1615LF SPARTAN CRIMP NO.15BP LUGGED ELBOW 16MM X 1/2” BSP FEMALE LEAD FREE

SPCWF2015LF SPARTAN CRIMP NO.15BP LUGGED ELBOW 20MM X 1/2" BSP FEMALE LEAD FREE

SPCWF2020LF SPARTAN CRIMP NO.15BP LUGGED ELBOW 20MM X 3/4” BSP FEMALE LEAD FREE

SPCWM1615150LF SPARTAN CRIMP NO.19BP LUGGED ELBOW 16MM X 1/2” BSP MALE 150MM LEAD FREE

SPCWM1615200LF SPARTAN CRIMP NO.19BP LUGGED ELBOW 16MM X 1/2” BSP MALE 200MM LEAD FREE

SPCWM161565LF SPARTAN CRIMP NO.19BP LUGGED ELBOW 16MM X 1/2” BSP MALE 65MM LEAD FREE

SPCWM161595LF SPARTAN CRIMP NO.19BP LUGGED ELBOW 16MM X 1/2” BSP MALE 95MM LEAD FREE

SPCWM201595LF SPARTAN CRIMP NO.19BP LUGGED ELBOW 20MM X 1/2” BSP MALE 95MM LEAD FREE

SPCWM202095LF SPARTAN CRIMP NO.19BP LUGGED ELBOW 20MM X 3/4” BSP MALE 95MM LEAD FREE

SPCWM2020180LF SPARTAN CRIMP NO.19BP LUGGED ELBOW 20MM X 3/4" BSP MALE 180MM LEAD FREE

SPCWM2020200LF SPARTAN CRIMP NO.19BP LUGGED ELBOW 20MM X 3/4” BSP MALE 200MM LEAD FREE

SPCCPW1615LF SPARTAN CRIMP WATER 16MM XCOPPER PRESS 1/2” (BLACK RING) LEAD FREE

SPCCPW2020LF SPARTAN CRIMP WATER 20MM XCOPPER PRESS 3/4” (BLACK RING) LEAD FREE

SPCCPW2525LF SPARTAN CRIMP WATER 25MM X COPPER PRESS 1” (BLACK RING) LEAD FREE

SPCCPW3232LF SPARTAN CRIMP WATER 32MM X COPPER PRESS 1 1/4” (BLACK RING) LEAD FREE

SPCCPG1615 SPARTAN CRIMP GAS 16MM X COPPER PRESS 1/2” (YELLOW RING)

SPCCPG2020 SPARTAN CRIMP GAS 20MM X COPPER PRESS 3/4” (YELLOW RING)

SPCCPG2525 SPARTAN CRIMP GAS 25MM X COPPER PRESS 1” (YELLOW RING)

SPCCPG3225 SPARTAN CRIMP GAS 32MM X COPPER PRESS 1” (YELLOW RING)

SPCCPG3232 SPARTAN CRIMP GAS 32MM X COPPER PRESS 1 1/2” (YELLOW RING)
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CODE DESCRIPTION

SPCRG16 SPARTAN DUAL PEX CRIMP  RING 16MM

SPCRG20 SPARTAN DUAL PEX CRIMP  RING 20MM

SPCRG25 SPARTAN DUAL PEX CRIMP  RING 25MM

SPCRG32 SPARTAN DUAL PEX CRIMP  RING 32MM

SPCBLARA200LF SPARTAN DUAL PEX CRIMP  BATH/LAUNDRY BREECH RIGHT ANGLE 200MM LEAD FREE

SPCBLARA300LF SPARTAN DUAL PEX CRIMP  BATH/LAUNDRY BREECH RIGHT ANGLE 300MM LEAD FREE

SPCSARA150LF SPARTAN DUAL PEX CRIMP  SHOWER BREECH RIGHT ANGLE 150M LEAD FREE

SPCSARA200LF SPARTAN DUAL PEX CRIMP  SHOWER BREECH RIGHT ANGLE 20MM LEAD FREE
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SPARTAN RECYCLED WATER PIPE LILAC

CODE DESCRIPTION SDR PN

SPCP16L5 SPARTAN PEX STRAIGHT LENGTH 16MM X 5M LILAC SDR9 PN20

SPCP16L50 SPARTAN PEX COIL 16MM X 50M LILAC SDR9 PN20

SPCP20L5 SPARTAN PEX STRAIGHT LENGTH 20MM X 5M LILAC SDR11 PN16

SPCP20L50 SPARTAN PEX COIL 20MM X 50M LILAC SDR11 PN16

SPARTAN HOT POTABLE WATER PIPE RED

CODE DESCRIPTION SDR PN

SPCP16R5 SPARTAN PEX STRAIGHT LENGTH 16MM X 5M RED SDR9 PN20

SPCP16R50 SPARTAN PEX COIL 16MM X 50M RED SDR9 PN20

SPCP20R50 SPARTAN PEX COIL 20MM X 50M RED SDR11 PN16

SPCP20R5 SPARTAN PEX STRAIGHT LENGTH 20MM X 5M RED SDR11 PN16

SPCP20R50 SPARTAN PEX COIL 20MM X 50M RED SDR11 PN16

SPARTAN PEX PIPE PRODUCT LIST

SPARTAN POTABLE PIPE IN CONDIUIT BLACK

CODE DESCRIPTION SDR PN

SPCPPIC2050 SPARTAN PEX PIPE IN CONDUIT BLUE 20MM X 50M SDR11 PN16
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SPARTAN RAIN WATER PIPE GREEN

CODE DESCRIPTION SDR PN

SPCP16G5 SPARTAN PEX STRAIGHT LENGTH 16MM X 5M GREEN SDR9 PN20

SPCP16G50 SPARTAN PEX COIL 16MM X 100M GREEN SDR9 PN20

SPCP20G5 SPARTAN PEX STRAIGHT LENGTH 20MM X 5M GREEN SDR11 PN16

SPCP20G50 SPARTAN PEX COIL 20MM X 50M GREEN SDR11 PN16

SPARTAN WATER PIPE BLUE

CODE DESCRIPTION SDR PN

SPCP16BL5 SPARTAN PEX STRAIGHT LENGTH 16MM X 5M BLUE SDR9 PN20

SPCP16BL50 SPARTAN PEX COIL 16MM X 50M BLUE SDR9 PN20

SPCP16BL50 SPARTAN PEX COIL 16MM X 50M BLUE SDR9 PN20

SPCP20BL50 SPARTAN PEX COIL 20MM X 50M BLUE SDR11 PN16

SPCP20BL5 SPARTAN PEX STRAIGHT LENGTH 20MM X 5M BLUE SDR11 PN16

SPCP25BL5 SPARTAN DUAL PEX STRAIGHT LENGTH 25MM X 5M BLUE SDR11 PN16

SPCP25BL50 SPARTAN DUAL PEX COIL 25MM X 50M BLUE SDR11 PN16

SPCP32BL5 SPARTAN DUAL PEX STRAIGHT LENGTH 32MM X 5M BLUE SDR11 PN16

SPCP32BL50 SPARTAN DUAL PEX COIL 32MM X 50M BLUE SDR11 PN16
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• DUAL SYSTEM FOR USE WITH 
GAS AND WATER APPLICATIONS

• EXCELLENT FLEXIBILITY AND
DURABILITY

• 50 YEARS OF WARRANTY

• NO SOLVENT ADHESIVES, 
SOLDERING, WELDING OR BRAZING 

SPARTAN GAS PIPE (YELLOW)

CODE DESCRIPTION

SPCGC1650 SPARTAN GAS COIL 16MM X 50M

SPCGC2050 SPARTAN GAS COIL 20MM X 50M

SPCGC2550 SPARTAN GAS COIL 25MM X 50M

SPCGC3250 SPARTAN GAS COIL 32MM X 50M

SPCGL165 SPARTAN GAS STRAIGHT LENGTH  16MM X 5M

SPCGL205 SPARTAN GAS STRAIGHT LENGTH  20MM X 5M

SPCGL255 SPARTAN GAS STRAIGHT LENGTH 25MM X 5M

SPCGL325 SPARTAN GAS STRAIGHT LENGTH  32MM X 5M
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SPARTAN PEX WATER INSTALLATION INSTRUCTIONS 
The following instructions explain the correct installation procedure for SPARTAN PEX 
fittings with SPARTAN PEX water pipe or SPARTAN PEX Multilayer pipe.

With a set of pipe cutters /shears cut the 
pipe at 90° ensuring the pipe is square on 
the end. 

Push fitting into pipe until pipe is visible 
on the three viewing ports on the stainless 
steel crimp ring.

1

2

Using the SPARTAN crimping tool which 
has a ‘U’ profile jaw.  Place tool over  
stainless steel crimp ring ensuring jaws 
are centred.

3
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Proceed to crimp the fitting until jaws of 
tool are completely closed.4

Stainless ring will have three visible lines 
if it has been crimped correctly.5

At completion of installation a 
pressure test must be carried out 
in accordance with AS/NZS 3500 
for water applications and AS/NZS 
5601 for gas applications. Along 
with any other requirements speci-
fied by local authorities.

6
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SPARTAN PEX GAS INSTALLATION INSTRUCTIONS 
The following instructions explain the correct installation procedure for 
SPARTAN PEX fittings with SPARTAN PEX gas pipe.

With a set of pipe cutters /shears cut the 
pipe at 90° ensuring the pipe is square on 
the end. 

Push fitting into pipe until pipe is visible 
on the three viewing ports on the stainless 
steel crimp ring.

1

3

16 - 32mm

For easy insertion of fitting, use a 	rounding 
tool on the cut end of the pipe.2
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SPARTAN PEX GAS INSTALLATION INSTRUCTIONS 
The following instructions explain the correct installation procedure for 
SPARTAN PEX fittings with SPARTAN PEX gas pipe.

Proceed to crimp the fitting until jaws of 
tool are completely closed.5

Using the SPARTAN crimping tool which 
has a ‘U’ profile jaw.  Place tool over 
stainless steel crimp ring ensuring jaws 
are centred. 

4
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Battery Crimping Tool

Manual Crimping Tool

SPARTAN PEX TOOLING
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ApprovalMark International hereby grants:

Forza Global Pty Ltd 
2/8 Barclay Road 
Derrimut, VIC 3030 
AUSTRALIA   
ISO Type 5 Certificate of Conformity 

Evaluated to: 

AS 4176.8: 2010 - Multilayer pipes for pressure applications 

Part 8: Multilayer pipe systems for consumer gas installations with 
a maximum operating pressure up to and including 5 bar (500 kPa) - 
Specifications for systems (ISO 17484-1:2006, MOD)  

The ISO Type 5 License shall comply with all the terms and conditions as 
stipulated by the governance of the operating rules of the ISO Type 5 Scheme 
and shall comply with the standard requirements at all times including when the 
standard is amended. The ISO Type 5 License only covers the product which is 
identified in the attached product schedule. 

 Original Issue: 12th August 2015 Issued: 2nd August 2022

Expires: 12th August 2025     

John PRASAD 
Director 
ApprovalMark International Pty Ltd 
20/33 Holbeche Road, Arndell Park 2148, Australia 
www.approvalmark.com 

Certificate No. AMI 74632 

Registered by: ApprovalMark International Pty Ltd (ABN 69 143 259 974) Unit 20, 33 Holbeche Road, 
Arndell Park NSW 2148 Australia. The assessment was carried with appropriate skill and assessment 
by ApprovalMark International Pty Ltd, however it will only accept its responsibility for proven negligence. 
The certificate remains the property of ApprovalMark International Pty Ltd. 

CERTIFICATE OF
CONFORMITY



25

ApprovalMark International hereby grants: 

FORZA Global Pty Ltd 
2/8 Barclay Road 
Derrimut, VIC 3030 
AUSTRALIA 
 
WaterMark Certificate of Conformity – WMCS 2016 
 
Evaluated to: 
    
AS/NZS 2537.2:2011 – Mechanical jointing fittings for use with crosslinked 
polyethylene (PE-X) for pressure applications  
Part 2: Plastics piping systems for hot and cold water installations – crosslinked 
polyethylene (PE-X) – Fittings (ISO 15875-3:2003, MOD) 
 
The WaterMark licensee shall comply with all the terms and conditions as stipulated by the governance of the 

operating rules of WaterMark and shall comply with standard requirement at all times including when standard is 

amended. The WaterMark license only covers the product which is identified in the product schedule. 
 
This certificate is issued by a JAS-ANZ accredited certification body. The ABCB and JAS-ANZ do not in any way 

warrant, guarantee or represent that the product the subject of this Certificate conforms to the WaterMark 

Certification Scheme Rules, nor accepts any liability arising out of the use of the product. The ABCB disclaims to 

the extent permitted by law, all liability (including negligence) for claims of losses, expenses, damages, and costs 

arising as a result of the use of the product(s) referred to in this certificate. 

* This certificate may only be reproduced in its entirety. 
 
Certificate No. WM 74615 
  
Issued: 16th July 2023                                               Originally Certified: 16th July 2015 

Expires: 16th July 2028                                           Current Certification: 16th July 2023 
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John PRASAD 
Director 
ApprovalMark International Pty Ltd 
20/33 Holbeche Road, Arndell Park 2148, Australia 
www.approvalmark.com  

ApprovalMark International hereby grants:

FORZA Global Pty Ltd 
2/8 Barclay Road 
Derrimut, VIC 3030 
AUSTRALIA 

WaterMark Certificate of Conformity – WMCS 2016 

Evaluated to: 

AS/NZS 2492:2007 – Cross-linked polyethylene (PE-X) pipes for 
pressure applications 
The WaterMark licensee shall comply with all the terms and conditions as stipulated by the governance of the 

operating rules of WaterMark and shall comply with standard requirement at all times including when standard is 

amended. The WaterMark license only covers the product which is identified in the product schedule. 

This certificate is issued by a JAS-ANZ accredited certification body. The ABCB and JAS-ANZ do not in any way 

warrant, guarantee or represent that the product the subject of this Certificate conforms to the WaterMark 

Certification Scheme Rules, nor accepts any liability arising out of the use of the product. The ABCB disclaims to 

the extent permitted by law, all liability (including negligence) for claims of losses, expenses, damages, and costs 

arising as a result of the use of the product(s) referred to in this certificate. 

* This certificate may only be reproduced in its entirety.

Certificate No. WM 74817 
Issued: 1st July 2024 

Expires: 1st July 2029     

     Originally Certified: 1st July 2019  

Current Certification:1st July 2024 




